VISTA SYSTEMS 


TYPE 210 


QUAD VIDEO MIXER 


TYPE 210 QUAD VIDEO MIXER 

The Vista Systems TYPE 210 QUAD VIDEO 
MIXER permits mixing video signals from as 
many as twelve 75 ohm sources. The TYPE 210 
contains four separate video mixing amplifiers, 
each with four controllable inputs. The mixed 
signal is available on each of three 75 ohm 
outputs. The TYPE 210 can be configured with 
front or rear connectors for input and output 
video. The TYPE 210 is a versatile effects mixer, 
and very useful when used in conjunction with 
the Vista Systems TYPE 110 MULTIKEYER 
and TYPE 310 QUAD COLORIZER. 


ORDER: TYPE 210 QUAD VIDEO MIXER.... 
Option 01: Rear Panel Inputs and Outputs ..... 
Option 02: Inputs and Drive Voltages for four Sony Porta-Pac Cameras ........--.--- 


For the name of your nearest Vista representative or distributor, 


VISTA SYSTEMS inc. 960 Industrial Ave. @ Palo Alto, CA 94303 @ (415) 321-5165 


Peo G sense Aa ESE Ce Ee $3,100.00 


@ VERSATILE EFFECTS MIXER 


e@ FOUR VIDEO AMPLIFIERS, 
FOUR CONTROLS 


e@ UP TO 12 75 ohm SOURCES 
@ FRONT OR REAR CONNECTORS 


e@ EASILY INTEGRATED WITH 
VISTA UNITS 


SPECIFICATIONS: 

Electrical: 

Video Inputs: Sixteen inputs, available on front (minia- 
ture jack) or rear (type BNC). 

Video Input Level: P-P composite or non-composite 
video. 

Video Input Controls: Sixteen front panel rotary, 
0-100% mixing. 

Video Outputs: Twelve outputs, available on front 
(miniature jack) or rear (BNC). 

Video Output Level: P-P composite or non-composite 
video. 

Video Input & Output !mpedance: 75 ohms. 

Power: 105-130 V, 65 watts, 60 Hz AC, 3 wire cord. 

Dimensions: Occupies space 7%” high by 9” deep in an 
EIA standard 19” rack. Weight 7 Ibs. 


N/C 
$ 500.00 


Printed in U.S.A, 


